{ WINDING SHEET DETAILS )

SHEET 1 OF 2

COND. ARRANGEMENT,

- REV o
JOBNO . STD [ arvy [ Jrer.-Jor 025 JONAN | 11 | 0433 | T1
KVA | 25 [INPUT /OUTPUT [11000/433  |PHASE |3 [FREQ:  |s0H: |
SECTION NO :- 1
NO. OF PHASE 3 __
CONNECTION STAR
PHASE VOLTS, 2503
WINDING TYPE, SPIRAL
WINDING SENSE. NORMAL
COIL NO. 1
DISC. NO. NA
BARE ALUMINIUM COND. SIZE. 8.3x325 .
COND. INS. & INSULATED SIZE. 0.3; DPC 8.6 X 3.55
Wx 1D | “

INTER LAYER INSULATION.

2 X 5MILS PPN BET. ALL LAYERS ;

INTER LAYER DUCT. NA;
IP. N.A;
CRT. NA .
TRANSPOSITION DETAILS. N.A
&
(Kg.)
LEAD Lead length to be selected in such a way to direct termiation to bushing
There should not be any joints in coils
NOTE . Manufacture this coils with skilled labour who has previously done this t
of short circuit coil
- 1. ALL DIMENSIONS ARE IN m.m. UNLESS OTHERWISE SPECIPIED
2. REFER SHEETNO. 2 FOR SECTION 2
3. INSULATE ALL LEAD WITH 2mm  RADIALPL
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