
A

1 Bricks 1st Class 28500 No.

2 Cement ISI Marked 220 Bag

3 Sand Local 800 CFT

4 Stone chip 1/2" Local 400 CFT

5 CGI Sheet 3'X7'-0.5mm Thick Tata Shakti 58 Pc

6 CGI Sheet 3'X8'-0.5mm Thick Tata Shakti 20 Pc

7 CGI Sheet 3'X6'-0.5mm Thick Tata Shakti 22 Pc

8 G.I. Ridging 18"X10'X0.3mm Thick ISI Marked 5 Pc

9 J Hook NA 45 Kg

10 M.S. Pipe 48 mm OD Biscon 915 Kg

11 M.S. Flate 50mm x 5mm Biscon 56 Kg

12 Nut & Bolt 3/8" x 1/2" 20 Kg

13 M.S. Sheet fabricated door with 24 swg 

sheet, M.S. angle 40 x 40 5mm M.s. flat 20 

x 5 mm tower bolt 6", hinger 4", welding, 

fitting with lock ring including a primming 

coat of red oxide.

6'6" x 3' 10 Set

14 M.S. sheet fabricated windows 24 swg, M.S. 

angle 30 x 30 5mm M.S. flat 20 x 5mm 

tower bolt 4", hinges 4", welding, fitting with 

handle including a primming coat of red 

oxide.

4'6" x 3" 8 Set

15 M.S. sheet fabricated windows 24 swg, M.S. 

angle 30 x 30 5mm M.S. flat 20 x 5mm 

tower bolt 4", hinges 4", welding, fitting with 

handle including a primming coat of red 

oxide.

4'6" x 2" 2 Set

16 M.S. rod 12mm Biscon 155 Kg

17 M.S rod 10 mm Biscon 70 Kg

18 M.S. coil Biscon 19 Kg

19 Bitumin Washer NA 12 Pkt

20 G.I. Cap washer NA 3 Kg

21 Welding rod SWG 10 ISI Marked 10 Pkt

22 Red Oxide Prommer Asian paints 8 Lts

23 Thinner NA 6 Lts

24 Bamboo Jati Bamboo 60 Pc

25 Coir String NA 10 Kg

26 Binding wire 2 Kg

27 Shutttering Timber
C-Class 

Timber
4 CFT

28 Timber for false ceiling 2" x 3"
B-Class 

Timber
6 CFT

Upper Assam Gardens : Khowang, Bhamun, Hingrijan, Desam, Tinkong, Rajgarh and Basmatia

Rate Amount(Rs)

ANDREW YULE & COMPANY LIMITED
KHOWANG TEA ESTATE

Bill of Materials for Construction of Double unit Labour Quarter as per specification of Assam 

Goverment Notification 2003

CONSTRUCTION OF DOUBLE UNIT LABOUR QUARTER

Sl. No. Particulars Specification Quantity Unit



29 AC Board 4' x 4' ISI Marked 10 Pc

30 Beading 2" x 1/2"
B-Class 

Timber
110 RFT

31 Wire Nail 2" 2 Kg

32 Wire Nail 3" 2 Kg

33 Wire Nail 4" 2 Kg

34 Wire Nail 1" 2 Kg

35 Earth filling by truckage 200 cft 9 Trip

36 Ceiling with bamboo chatai 848 SqFT

37 Oil Paint for ceiling Asian paints 40 Ltr

38 Lime 4 Bag

39 Shoe brush 4 Pc

40 Cemented Ventilators 1' x 1 1/2' 10 Pc

41 Misc Hardware goods NA LS LS

42 Transportation expenses Total Materials LS LS

43 Labour charge

Mistry & 

Labour of all 

work

TOTAL

B.

1 Bricks 1st Class 800 No

2 Cement ISI 6 Bag

3 Sand Local 70 CFT

4 Stone chips 3/4" Local 3 CFT

5 M.S. Coil rod 6 mm Coil 6mm 4 Kg

6 Battens timber for Door 1"x1.5"x6' 2 CFT

7 Battens timber for Roofing 2"x3"x6' 1 CFT

8 CGI Sheet 2.5' 2.5"x6' 3 Pc

9 Aluminium sheet 22 G 3'x6' 1 Pc

10 Roof Nail 0.75 Kg

11 Nails 0.5 Kg

12 Black wire 0.5 Kg

13 Bolt/Nut 6" 1/2"dia 1 Kg

14 O.T.Pan 1 Set

15 Misc. Hardware items/bolt, hinges, 

washer, door handle. Etc
LS

16 Labour charge to complete construction 

of pit,wall etc.

Mistry & 

Labour of all 
LS

TOTAL

A

1 Bricks 1st Class 28500 No.

Note: For 01 no. DU quarter required single unit latrine will be 2 Nos.

CONSTRUCTION OF SINGLE UNIT LABOUR LATRINE AS PER UNICEF(WHO) STANDARD 

(FOR 01 NO. ONLY)

Lower Assam Gardens : Murphulani and Hoolungooree

Sl. No. Particulars Specification Quantity Unit Rate Amount(Rs)

CONSTRUCTION OF DOUBLE UNIT LABOUR QUARTER



2 Cement ISI Marked 220 Bag

3 Sand Local 800 CFT

4 Stone chip 1/2" Local 400 CFT

5 CGI Sheet 3'X7'-0.5mm Thick Tata Shakti 58 Pc

6 CGI Sheet 3'X8'-0.5mm Thick Tata Shakti 20 Pc

7 CGI Sheet 3'X6'-0.5mm Thick Tata Shakti 22 Pc

8 G.I. Ridging 18"X10'X0.3mm Thick ISI Marked 5 Pc

9 J Hook NA 45 Kg

10 M.S. Pipe 48 mm OD Biscon 915 Kg

11 M.S. Flate 50mm x 5mm Biscon 56 Kg

12 Nut & Bolt 3/8" x 1/2" 20 Kg

13

M.S. Sheet fabricated door with 24 swg 

sheet, M.S. angle 40 x 40 5mm M.s. flat 20 

x 5 mm tower bolt 6", hinger 4", welding, 

fitting with lock ring including a primming 

coat of red oxide.

6'6" x 3' 10 Set

14

M.S. sheet fabricated windows 24 swg, M.S. 

angle 30 x 30 5mm M.S. flat 20 x 5mm 

tower bolt 4", hinges 4", welding, fitting with 

handle including a primming coat of red 

oxide.

4'6" x 3" 8 Set

15

M.S. sheet fabricated windows 24 swg, M.S. 

angle 30 x 30 5mm M.S. flat 20 x 5mm 

tower bolt 4", hinges 4", welding, fitting with 

handle including a primming coat of red 

oxide.

4'6" x 2" 2 Set

16 M.S. rod 12mm Biscon 155 Kg

17 M.S rod 10 mm Biscon 70 Kg

18 M.S. coil Biscon 19 Kg

19 Bitumin Washer NA 12 Pkt

20 G.I. Cap washer NA 3 Kg

21 Welding rod SWG 10 ISI Marked 10 Pkt

22 Red Oxide Prommer Asian paints 8 Lts

23 Thinner NA 6 Lts

24 Bamboo Jati Bamboo 60 Pc

25 Coir String NA 10 Kg

26 Binding wire 2 Kg

27 Shutttering Timber
C-Class 

Timber
4 CFT

28 Timber for false ceiling 2" x 3"
B-Class 

Timber
6 CFT

29 AC Board 4' x 4' ISI Marked 10 Pc

30 Beading 2" x 1/2"
B-Class 

Timber
110 RFT

31 Wire Nail 2" 2 Kg

32 Wire Nail 3" 2 Kg

33 Wire Nail 4" 2 Kg

34 Wire Nail 1" 2 Kg

35 Earth filling by truckage 200 cft 9 Trip

36 Ceiling with bamboo chatai 848 SqFT

37 Oil Paint for ceiling Asian paints 40 Ltr

38 Lime 4 Bag

39 Shoe brush 4 Pc

40 Cemented Ventilators 1' x 1 1/2' 10 Pc

41 Misc Hardware goods NA LS LS

42 Transportation expenses Total Materials LS LS

43 Labour charge

Mistry & 

Labour of all 

work

TOTAL

B.

1 Bricks 1st Class 800 No

2 Cement ISI 6 Bag

3 Sand Local 70 CFT

4 Stone chips 3/4" Local 3 CFT

CONSTRUCTION OF SINGLE UNIT LABOUR LATRINE AS PER UNICEF(WHO) STANDARD 



5 M.S. Coil rod 6 mm Coil 6mm 4 Kg

6 Battens timber for Door 1"x1.5"x6' 2 CFT

7 Battens timber for Roofing 2"x3"x6' 1 CFT

8 CGI Sheet 2.5' 2.5"x6' 3 Pc

9 Aluminium sheet 22 G 3'x6' 1 Pc

10 Roof Nail 0.75 Kg

11 Nails 0.5 Kg

12 Black wire 0.5 Kg

13 Bolt/Nut 6" 1/2"dia 1 Kg

14 O.T.Pan 1 Set

15
Misc. Hardware items/bolt, hinges, 

washer, door handle. Etc
LS

16
Labour charge to complete construction 

of pit,wall etc.

Mistry & 

Labour of all 

work

LS

TOTAL

C.

1 Bricks 1st Class 900 No

2 Cement ISI Marked ISI 9 Bag

3 Sand Local 50 CFT

4 Stone chips 1/2" Local 6 CFT

5

18 Gauge M.S. Sheet door with M.S. 

angle 40x40x5 frame, with Tower bolt, 

aldrop for locking etc including primming 

coat of red oxide complete fitting

6mm 1 Set

6

Fabricated tubular truss & purlin with 42 

mm OD, including holdfast, nut bolts 

clamp etc & primming coat of red oxide 

complete

1"x1.5"x6' 30 Kg

7
CGI Sheet 0.35 MM thick TATA Shakti 

2'6" x 7'
2"x3"x6' 4 Pcs

8 Painting items (Synthetic paint) 2.5"x6' 0.5 Lt

9
Misc. Hardware item (Lime, brush, wire, 

l hook, bitumin washer, GI washer etc)
3'x6' LS

10 Cost of materials

11 Labour charge 

TOTAL

Grand Total A+B+C

Note: For 01 no. DU quarter required single unit latrine will be 2 Nos.

CONSTRUCTION OF SINGLE UNIT BATHING ENCLOSURE 


